
AC-1060A

AC-930A

Instrument Type

Maximum Rating

Display Monitor
Protection

Outlet Quantity

Connector

Wire Size/ Lenth

A.C.Outlet Multiple Rack
Digital Volt Meter 100-300 VAC. Show

Circuit Breaker, Noise Fillter, Surge Suppressor By MOV 
30 A. 250V. Single Breaker  

Sum Outlet
8 Power Outlet + 1 Momitor Outlet 

With  Ground

With Ground  Power Plug 16A.
3 x 2.5 SQ.mm./ 4 M. 2.2 Kg.

AC-1060AAC-930

60 A./ 250V. Dual Breaker 
2 Way  Seperate Outlet

8 Power Outlet + 2 Momitor Outlet 
With  Ground

30 A / 250VAC. 3 Terminal 

Dimension(WxHxD)mm. 482x65x180

With Ground  Power Plug 32A.
60 A / 250 VAC. 3 Terminal 

3 x 4.0 SQ.mm. / 4 M.

Weight 3.0 Kg. 4.2 Kg.
482x82x180

-AC-930A เป็นปล๊ักไฟท่ีมี Volt Meter เป็นแบบDigital
เหมาะสำหรับงานกลางแจ้งที่ใช้ไฟกระแสสูงๆท่ีใช้ขั้วต่อ
เป็น Power Plug ท่ีใช้งานได้อย่างแข็งแรง สามารถใช้กับ
Power Amplifier วัตต์สูงๆโดยที่ขั้วต่อไฟ แต่ละตัวเช่ือม
ต่อไฟได้อย่างแน่นหนาไม่เกิดการ Sparkหรือขั้วหลวมของ
ไฟACเพราะมี Key Lockเพื่อไม่ให้หลุดง่ายๆมี 1 Breaker
ปลอดภัยต่อระบบเคร่ืองเสียงสามารถใช้ไฟได้ 9 ช่อง 

-AC-1060A เป็นปล๊ักไฟท่ีมี Volt Meter เป็นแบบDigital
เหมาะสำหรับงานกลางแจ้งที่ใช้ไฟกระแสสูงๆท่ีใช้ขั้วต่อ
เป็น Power Plug ท่ีใช้งานได้อย่างแข็งแรง สามารถใช้กับ
Power Amplifier วัตต์สูงๆโดยที่ขั้วต่อไฟ แต่ละตัวเช่ือม
ต่อไฟได้อย่างแน่นหนาไม่เกิดการ Sparkหรือขั้วหลวมของ
ไฟACเพราะมี Key Lockเพื่อไม่ให้หลุดง่ายๆมี 2 Breaker
ปลอดภัยต่อระบบเคร่ืองเสียงสามารถใช้ไฟได้ 10 ช่อง
(5 ช่องต่อ 1 Breaker) ปล๊ักไฟกระแสสูง

High Current Outlet


